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This work shall be done in accordance with Section 201 of the Standard Specifications.

Specifically the following:
Section 201.01 (a) Clearing. Clearing shall consist of the removal and disposal of all obstructions such as fences, walls, foundations, buildings, accumulations of rubbish of whatever nature and existing structures, the removal of which is not otherwise provided for in Article 501.07; all logs, shrubs, bushes, saplings, grass, weeds, other vegetation and stumps of a diameter less than 6 in. (150 mm).

Section 201.05 (c) Pruning for Safety and Equipment Clearance. All pruning shall be done according to the current ANSI A300 (Part 1) – Pruning standard. Plant material shall be pruned to provide a minimum vertical clearance of 20 ft (6 m) from the finished surface of the road bed and shoulders. Pruning for sight distance and other safety purposes shall be as shown on the plans or as directed by the Engineer. Branches on existing plant material to remain that need to be removed for safety or equipment clearance shall be pruned prior to or during the clearing operation. Breaking off branches of plant material to remain during clearing or construction operations will not be allowed.

[bookmark: _GoBack]Basis of Payment:  This work shall be paid for at the contract unit price per lump sum for CLEARING AND PRUNING, which price shall include removal and disposal of the existing material, any and all equipment required to perform the work and all material and labor necessary to complete the work described above, to the satisfaction of the Engineer.
