FIBER MATERIAL CERTIFICATION
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[bookmark: _GoBack]In addition to the material certification requirements set forth in the Supplemental Specifications for ‘1050.05 Fiber Modified Joint Sealer’, under Poured Joint Sealers, the following information shall be required for material certification:

Prior to work, Contractor shall submit Information/Certification sheets from proposed supplier showing that proposed fiber meets specifications. This submittal shall allow time for the Engineer to review and approve/reject proposed source and material.  Samples of fiber shall also be submitted for testing prior to work.

For Jobsite-Mixed Sealants, all fiber shall be delivered to the work site in the original, sealed, manufacturer’s packaging. For Premixed Sealants, all materials shall be delivered to the work site in the original, sealed, manufacturer’s packaging.  Each package to be incorporated into the finished product shall be properly identified with the name of the manufacturer, plant location, product name and type, date of manufacture, and product weight.  This information is to be clearly marked at the point of manufacture, by the manufacturer not by the Contractor’s forces. Loose, unmarked, opened, or partial bags from a shipping box of materials with or without the aforementioned identifying information will not be acceptable. Shipping paperwork confirming this information shall accompany the bags and be delivered to the Engineer prior to any incorporation of the fiber into the finished product.

The Contractor shall obtain sufficient material so that the same batch and bin are used on the project.

