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This work shall be in accordance with Sections 406 and 440 of the Standard Specifications insofar as applicable, the details in the plans and the following provisions. 

[bookmark: _GoBack]This work shall consist of the removal of the existing hot-mix asphalt driveway pavement to a depth of 2.50” or 3.0” (as identified within the contract), or as needed for adequate replacement of driveway, and replacing with a new driveway at locations as directed by the Engineer. The new driveway material used shall be 2.50” or 3.0” (as identified within the contract), or as needed for the replacement to meet previous grade of driveway, of Hot-Mix Asphalt Surface Course, Mix D, N50, unless otherwise noted by the Engineer.

The existing pavement edge shall be sawcut prior to pavement removal and replacement to ensure a neat pavement edge. If required, backfill areas adjacent to Combination Concrete Curb and Gutter Removal and Replacement shall be backfilled with Class SI concrete to the bottom of the proposed binder course lift. This shall be included in the cost of the pay item. 

For driveways that have bricks lining the driveway, great care shall be taken not to disturb existing placement of the bricks. Any damage or disturbance to the bricks will be restored at the contractor’s expense. 

Driveways shall be saw-cut as marked by the Engineer; in the event that the contractor damages any material behind the back of the saw-cut, the Engineer will determine the necessary corrective action and location of the new saw-cut. The contractor shall not be compensated for any such additional removal and replacement. 

There shall be no hand work allowed when placing the Hot-Mix Asphalt Surface Course at the driveway locations.

Bituminous Materials (Tack Coat) shall be applied to the prepared surface according to the Section 406 of the Standard Specifications before paving and shall be included in the cost of the item.

This work will be paid for at the contract unit price per square yard for HOT-MIX ASPHALT DRIVEWAY PAVEMENT REMOVAL AND REPLACEMENT. This price shall include all work necessary to complete removal and replacement of Hot-Mix Asphalt Driveway Pavement, sawcuts, disposal of material, Class SI concrete backfill, tack coat, topsoil restoration, seed restoration, equipment, materials and labor necessary for a complete installation.


