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Mainline paving shall be a continuous operation on all roads.  The Contractor shall not at any time pull off of mainline paving to pave side streets or driveways.  Side streets and driveways shall be done either after the mainline paving is completed or concurrently with a second crew.

[bookmark: _GoBack]The Contractor shall pave each roadway according to preferences and/or direction given by the Engineer.  The Engineer will provide to the Contractor the number of passes and direction on a paving layout for each roadway, prior to the start of mainline paving.  In some instances, this may result in lanes less than 12 feet.  The Contractor will layout the paving operations, in the field, and seek approval from the Engineer on the layout prior to paving.  Layout of the paving operations will be incidental to the contract.  24 hour notice must be given to the Engineer, for review of layout, prior to the start of placement.

Surface tests, per Section 406.11 of the Standard Specifications, will be required on all roads resurfaced as part of this contract.  The Contractor will have the option to bump test immediately behind the finish roller or upon completion of entire length of the road being resurfaced.  Deductions due to the variations in the surface mixture between 3/16 inch and ¾ inch will be calculated per section 406.11 at the discretion of the Engineer.

Within areas of uneven or rough riding pavement, the Contractor may be directed by the Engineer to remove and replace these sections at the Contractors cost.


Add Use of a ‘Buggy’ for SMA and long straight sections…..


*When paving a Multi-Use Path….
Multi-use path paving shall be a continuous operation and is to be done utilizing a small self-propelled paver, roller, and 6-wheeler.  No handwork will be allowed.

