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This work shall be done in accordance with Section 440 of the Standard Specifications. The depth of the removal shall be as shown on the schedule of quantities and the typical sections.

When the mainline transitions between two surface removal depths a 100 foot transition shall be used.  The 100 foot transition and all associated costs shall be included in the cost of the removal of the greater depth.

This work will be performed at all locations and on all routes within the resurfacing route limits as shown on the schedule of quantities.  Hot mix asphalt surface removal will also be required at private entrances to provide a smooth transition between the existing driveways and the new mainline pavement.  Refer to the schedule of quantities and the typical sections for the depth of the removal.

Mainline HMA Surface Removal shall be a continuous operation on all roads.  The Contractor shall not at any time pull off of mainline surface removal to mill side streets or driveways, unless approved by the Engineer.  Side streets and driveways shall be done either after the mainline milling is completed or concurrently with a second crew.

Plastic Reflective Pavement Marker removal shall be considered incidental to the Hot Mix Asphalt Surface Removal and no separate payment will be made.

Metal Recessed Reflective Pavement Marker removal shall be provided on the same day that HMA Surface Removal is being conducted, within the affected area.  Metal recessed reflective pavement marker removal will be paid for at the contract unit price per EACH for RECESSED REFLECTIVE PAVEMENT MARKER REMOVAL; which price shall include all labor, material, and equipment necessary to complete the work as described above.
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Pavement sweeping and pick-up of miscellaneous grindings from the Hot Mix Asphalt Surface Removal shall be done behind the grinder and must be performed with a sweeper truck; a broom attached to a tractor which does not collect grindings is not permitted.  The material collected from the pavement sweeping shall be picked up and properly disposed of.  This material shall not be blown onto the shoulder or within the ditch.  Any material found on shoulders or ditches shall be removed within 24 hours of discovery.

Basis of Payment:  This work shall be paid at the contract unit price per square yard for HOT MIX ASPHALT SURFACE REMOVAL, of the depth specified, which price shall include removing and disposing of the existing pavement and all materials and labor necessary to complete the work described above.  This item will be paid for only once, regardless of the number of passes required to complete the removal.

