REINFORCED CONCRETE DRIVEWAY REMOVAL & REPLACEMENT, 6 INCH (SPL)
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This work shall be done in accordance with Sections 423 and 440 of the Standard Specifications.  

Work under this pay item shall include the removal and replacement of the existing concrete driveway apron at 143 N Buckingham Drive.  The proposed concrete driveway apron shall have the same footprint as the existing concrete driveway apron.

The proposed concrete driveway apron shall be constructed of Class SI concrete and shall be reinforced with welded wire reinforcement per Article 1006.10(b)(1)a.  

At the time of shipment, the surface of all reinforcement bars, welded wire reinforcement, and prestressing strands shall be free from loose mill scale, dirt, oil, grease, or other foreign substances. A light coating of rust, which may form during storage under acceptable conditions at the mill or warehouse, will not be deemed cause for rejection. Stocks of welded wire reinforcement which have not been protected in an adequate manner during storage, will not be accepted. At the time the welded wire reinforcement is placed in the work, it shall be free from rust which pits the surface or scales off, dirt, oil, grease, or other foreign substances. A light coating of rust, which may form during storage on the work under acceptable conditions, will not be deemed cause to require cleaning. Thin powdery rust and tight rust is not considered detrimental and need not be removed.

The welded wire reinforcement clearance from the face of the apron shall be maintained by the use of chairs, at a height of 3-inches above the aggregate base.  Welded wire reinforcement shall be placed and supported on chairs according to Article 508.06, and the placement tolerance for individual reinforcement bars shall be ± 1 in. (± 25 mm) horizontally and vertically.

Basis of Payment:  This work shall be paid for at the contract unit price per square yard for REINFORCED CONCRETE DRIVEWAY REMOVAL AND REPLACEMENT, 6 INCH (SPECIAL), which price shall include removal and disposal of the existing driveway apron, forming and pouring the proposed concrete driveway apron, creating contraction joints, welded wire reinforcement and all material and labor necessary to complete the work described above.  Any additional excavation or pavement removal by the Contractor shall be replaced in kind and will be considered incidental to the pay item.  Any disturbed vegetation adjacent to the concrete driveway apron shall be furnished with topsoil, seeded, and covered with erosion control blanket, to the satisfaction of the Engineer, and will be included in the unit price of this pay item.
