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This work shall be done in accordance with Sections 440 and 606 of the Standard Specifications. 

Proposed concrete curb and gutter shall be ADA compliant across sidewalk ramps, and transition to existing curb/gutter geometry from ramp edge to proposed limit.  Gutter widths may vary.

The locations of the concrete curb and gutter to be removed and placed shall be marked out in the field by the Engineer.  Replacement of concrete curb and gutter shall be of the same type, dimension and specifications as the existing concrete curb and gutter which is removed.  The Contractor shall be required to make a saw cut at the limits of removal of the curb and gutter.  1-1” x 18” dowel bar is to be installed at each end of the removal as shown in the latest version of Highway Standard 606001.  At locations where the proposed concrete curb and gutter is over 25’ in length, contraction joints are to be installed in the proposed curb and gutter according to the latest version of Highway Standard 606001.  The plan quantity may increase or decrease dependent on the condition of the existing curb and gutter and should be bid accordingly. 

The proposed portland cement concrete sidewalk and combination concrete curb and gutter shall not be poured monolithically.  As a result, the Contractor shall drill and grout #6 x 18” tie bars at 24” centers as part of this item, no additional compensation will be allowed.

Any pavement removed, to accomplish work, will be replaced in kind; unless alternate proposed improvements are identified within the subject contract.

Protective coat shall be applied in accordance with Section 420.18 of the IDOT Standard Specifications and as specified herein.

[bookmark: _GoBack]Basis of Payment:  This work shall be paid for at the contract unit price per foot for COMBINATION CURB AND GUTTER REMOVAL AND REPLACEMENT, which price shall include saw cutting, removal and disposal of the existing curb and gutter, forming and pouring the proposed concrete curb and gutter, insertion of dowel bars, drilling and grouting tie bars, creating contraction joints, protective coat and all material and labor necessary to complete the work described above.  Any additional excavation or pavement removal (including bike path and/or HMA material) by the Contractor shall be replaced in kind and will be considered incidental to the pay item.  Any disturbed vegetation, brick, stone or other features behind the curb and gutter shall be restored in kind and/or if soil, furnished with topsoil, seeded, and covered with erosion control blanket, to the satisfaction of the Engineer, and will be included in the unit price of this pay item.
